
Nastro in carta per la sigillatura a base 
solvente, sviluppato per applicazioni di 
imballaggio manuale e automatico di scatole 
e cartoni. Grazie all’adesivo a base solvente 
il nastro in carta per la sigillatura di scatole, 
offre prestazioni affidabili quanto a tenuta e 
sigillatura, anche in regioni geografiche 
caratterizzate da climi tropicali e caldi. Il nastro 
per imballaggio ECO TAPE è facile da 
utilizzare e srotolare, garantisce un’elevata 
resistenza allo scivolamento, strappo facile e 
rimozione pulita senza lasciare residui di 
adesivo.

Adhesive tape made of paper solvent-based, 
are optimized solution for manual and 
automatic  box packaging sealing application. 
Thanks to the solvent based adhesive carton 
packaging paper tape,offers reliable hold and 
sealing also in geographic regions with critical 
hot, tropical climate. Packaging paper ECO 
TAPE is easy to use unwind, provides, high 
slip resistance and clean removal without 
leaving adhesive residue.
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DESCRIZIONE • DESCRIPTION

ECOTAPE

Consulta la scheda tecnica online
Read this technical sheet online



I dati tecnici sopra riportati rappresentano la media delle nostre rilevazioni e possono essere variati senza preavviso. L’utilizzatore dovrà tenere conto 
delle tolleranze d’uso e verificare l’adeguatezza del prodotto all’usi cui intende destinarlo.

The technical information in this data sheet is derived from tests under controlled conditions and is intended for general guidance only. Users must 
sure that the product is suitable under particular conditions and/or applications.

CARATTERISTICHE TECNICHE • TECHNICAL FEATURES

STOCCAGGIO • STORAGE

Spessore supporto µm
Backing thickness µm

90+-- +--

Spessore totale µm
Total thickness µm

155 +--

Adesione N/cm
Adhesion N/cm

2,6 +--

Carico di rottura N/cm
Breaking streght N/cm

35

Allungamento %
Elongation %

-

Per la migliore resa del prodotto di consiglia di usare ed immagazzinare il materiale in locali non 
eccessivamente umidi ed a temperature non inferiori ai 18°.

For the best performance of the product is recommended to use and store the material in 
places not too damp and at temperatures above 18°.

Tolleranza caratteristiche tecniche +/- 10% • Tolerance technical features +/-10%.
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SUPPORTO • BACKING
Carta semicrespata
Lightly crepe paper

ADESIVO • ADHESIVE
Gomma naturale
Natural rubber

havana
avana

SILENZIOSO • SILENT

MISURE • SIZE (mm x mt)

25x50 38x50 50x50 75x50


